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S H O R I N G  &  S L A B  S U P P O R T  S Y S T E M S

Cuplock Scaffolding System
Formwork support for heavy slabs and tall structures

Thanks to its high strength and safety values it is mainly used as
formwork support and volume scaffold under heavy slabs and in tall
structures, and it works equally well and safely on facades.

Ø48.3 × 2.5 mm ledgers and Ø48.3 × 3 mm standards
Node: fixed bottom cup on the standard, blade ends on the
ledger and a sliding top cup that locks them
Bottom cups at 50 cm as standard; project-specific spacing
possible
Auxiliary parts: base jacks, 4-way or U-head jacks, wall ties,
walking platforms
Other sizes and wall thicknesses available on request

STANDARD

Ø48,3 × 3 mm
LEDGER

Ø48,3 × 2,5 mm
CUP SPACING

50 / 100 cm
AXIAL LOAD (0.5 M LEDGER SPACING)

6.000 kg

Axial load capacity
Ledger spacing (m) Load capacity (kg)

0,50 6.000

1,00 5.250

1,50 4.000

2,00 2.400

2,50 1.550

3,00 1.050

Vertical Standard

Code Weight (kg) Height (cm) Diameter (mm) Node spacing (cm)

BCS5001 4,40 100 48,3 × 3 50

BCS5002 6,60 150 48,3 × 3 50

BCS5003 8,80 200 48,3 × 3 50

BCS5004 11,00 250 48,3 × 3 50

BCS5005 13,20 300 48,3 × 3 50

BCS5006 2,20 50 48,3 × 3 100

BCS5007 4,10 100 48,3 × 3 100

BCS5008 5,80 150 48,3 × 3 100

BCS5009 7,70 200 48,3 × 3 100

BCS5010 9,10 250 48,3 × 3 100

BCS5011 11,00 300 48,3 × 3 100



Ledger

Code Weight (kg) Length (cm) Diameter (mm)

BCS5012 2,20 50 48,3 × 2,5

BCS5013 2,80 75 48,3 × 2,5

BCS5014 3,30 100 48,3 × 2,5

BCS5015 4,00 125 48,3 × 2,5

BCS5016 4,70 150 48,3 × 2,5

BCS5017 5,40 175 48,3 × 2,5

BCS5018 6,10 200 48,3 × 2,5

BCS5019 6,80 225 48,3 × 2,5

BCS5020 7,50 250 48,3 × 2,5

BCS5021 8,30 300 48,3 × 2,5

Connector

Code Weight (kg)

BCS5026 0,65

U-Head Jack

Code Weight (kg) Height (cm) Diameter (mm)

BCS5027 3,10 50 38 × 4

BCS5028 3,70 75 38 × 4

BCS5029 4,30 100 38 × 4

Adjustable Base Jack

Code Weight (kg) Height (cm) Diameter (mm)

BCS5030 3,80 75 38 × 4

BCS5031 4,80 100 38 × 4

BCS5032 5,40 120 38 × 4

Adjustable Four-Way Head Jack

Code Weight (kg) Height (cm) Diameter (mm)

BCS5033 4,00 75 38 × 4

BCS5034 5,00 100 38 × 4

BCS5035 5,60 120 38 × 4



H20 Timber Beam

Code Weight (kg) Length (cm)

BCF0052 12,30 245

BCF0053 13,30 265

BCF0054 14,50 290

BCF0055 16,50 330

BCF0056 18,00 360

BCF0057 19,50 390

BCF0058 22,50 450

BCF0059 24,50 490

BCF0060 29,50 590

Admissible bending moment M = 5 kNm, admissible shear force T = 11 kN.

Plywood Panel (2500 × 1250 × 18 mm)

Code Weight (kg) Height (cm) Length (cm) Thickness (mm)

BCF0061 40,00 125 250 18



Request a quote
Send us the product codes and quantities. We quote EXW (ex works, factory price) — the fastest
quote we can give. For FOB, CIF or CFR we collect forwarder offers and add the freight as a separate
line.

info@baynal.com.tr
+90 505 014 13 12 (WhatsApp)
Babacan Port Royal, Kartaltepe Mh., Malazgirt Cd. No:7, 34295 Küçükçekmece / İstanbul, Türkiye

Technical values are based on manufacturer data and may vary by ±10 % depending on raw material supply. Weights are gross values for shipping
estimates. Sizes, shapes and weights may change without notice.


