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FA C A D E  S C A F F O L D I N G  S Y S T E M S

Ringlock Scaffolding System
Facade access scaffold and slab shoring in one system

The ringlock system works both as shoring under slabs and as an
access scaffold on facades. On exterior work it gives crews a safe,
practical working environment.

8 mm rosettes welded to the standards at 50 and 100 cm as
standard; project-specific spacing possible
Ø48.3 × 2.5 mm ledgers and Ø48.3 × 3 mm standards
Made from first-class, TSE-certified industrial tube
Auxiliary parts: base jacks, adjustable wall ties, 70 cm side tubes,
steel or timber platforms, internal stairs
Other sizes and wall thicknesses available on request

STANDARD

Ø48,3 × 3 mm
LEDGER

Ø48,3 × 2,5 mm
ROSETTE

8 mm, 50 / 100 cm
MATERIAL

TSE belgeli boru / TSE-certified tube

Vertical Standard

Code Weight (kg) Height (cm) Flange thickness (mm) Node spacing (cm)

BCS1001 3,30 100 8 100

BCS1002 5,00 150 8 100

BCS1003 6,40 200 8 100

BCS1004 8,20 250 8 100

BCS1005 9,60 300 8 100

BCS1006 3,95 100 8 50

BCS1007 5,40 150 8 50

BCS1008 7,20 200 8 50

BCS1009 9,00 250 8 50

BCS1010 10,80 300 8 50

Ledger

Code Weight (kg) Length (cm) Wedge (mm)

BCS1011 2,45 70 6

BCS1012 2,75 100 6

BCS1013 4,10 150 6

BCS1014 5,50 200 6

BCS1015 6,90 250 6

BCS1016 8,25 300 6



Console Bracket

Code Weight (kg) Length (cm) Diameter (mm)

BCS1017 8,50 70 48,3 × 2,5

BCS1018 9,90 90 48,3 × 2,5

Steel Walking Platform

Code Weight (kg) Width (cm) Length (cm)

BCS008 22,00 32 300

BCS009 18,45 32 250

BCS010 14,90 32 200

BCS011 11,40 32 150

BCS012 7,90 32 100

BCS013 28,30 50 300

BCS014 24,10 50 250

BCS015 19,50 50 200

BCS016 14,60 50 150

BCS017 10,25 50 100

Adjustable Wall Tie

Code Weight (kg) Length (cm)

BCS0032 1,15 50

Adjustable Base Jack

Code Weight (kg) Height (cm) Diameter (mm)

BCS0033 2,70 50 38 × 4

BCS0034 3,80 75 38 × 4

BCS0035 4,80 100 38 × 4

For safety, keep at least 25 cm of the spindle inside the tube.



Request a quote
Send us the product codes and quantities. We quote EXW (ex works, factory price) — the fastest
quote we can give. For FOB, CIF or CFR we collect forwarder offers and add the freight as a separate
line.

info@baynal.com.tr
+90 505 014 13 12 (WhatsApp)
Babacan Port Royal, Kartaltepe Mh., Malazgirt Cd. No:7, 34295 Küçükçekmece / İstanbul, Türkiye

Technical values are based on manufacturer data and may vary by ±10 % depending on raw material supply. Weights are gross values for shipping
estimates. Sizes, shapes and weights may change without notice.


